
 

POWERSEM reserves the right to change limits, test conditions and dimensions – info@POWERSEM.net - www.POWERSEM.net  
    POWERSEM 2007 All rights reserved 

 
 26

 
 

 



 

POWERSEM reserves the right to change limits, test conditions and dimensions – info@POWERSEM.net - www.POWERSEM.net  
    POWERSEM 2007 All rights reserved 

 
 27

 

Ultrafast Epitaxial Diode Modules 
 
 

Type  
 
 

 
 

VRRM 
 
 
 

V 

VVRMS 
 

 
 

V 

IFAV      TC 
 

 
 

A        °C 

IFSM 
45°C 
10ms 

 
A 

VF       IF 
TVJ  

 25°C 
 

V        A 

trr 
TVJ 

25°C 
 

ns 

RthJC 
per 

Diode/ 
per 

Modul 
K/W 

RthJH 
per  

Diode/ 
per 

Modul 
K/W 

Figure 

Package style 
 
see outlines starting 
at page 86 

PSKD 30E/02    200 60 25         85 400 1.25      30 60 1.0       0.5 1.2       0.6  1  
PSKD 30E/04    400 125 25         85 400 1.25      30 60 1.0       0.5 1.2       0.6   
PSKD 30E/06    600 200 25         85 400 1.25      30 60 1.0       0.5 1.2       0.6  
PSKD 30E/08    800 250 25         85 300 2.00      30 100 1.0       0.5 1.2       0.6   
PSKD 30E/10    1000 312 25         85 300 2.00      30 100 1.0       0.5 1.2       0.6   
PSKD 30E/12    1200 400 25         85 300 2.00      30 100 1.0       0.5 1.2       0.6  
PSKD 50E/02    200 60 50         85 800 1.25      50 60 0.9     0.45 1.1     0.55   
PSKD 50E/04    400 125 50         85 800 1.25      50 60 0.9     0.45 1.1     0.55   
PSKD 50E/06    600 200 50         85 800 1.25      50 60 0.9     0.45 1.1    0.55   
PSKD 50E/08    800 250 50         85 600 2.00      50 100 0.9     0.45 1.1     0.55   
PSKD 50E/10    1000 312 50         85 600 2.00      50 100 0.9     0.45 1.1     0.55   
PSKD 50E/12    1200 400 50         85 600 2.00      50 100 0.9     0.45 1.1     0.55   
PSKD 75E/02    200 60 75         85 1400 1.25      75 60 0.85   0.43 1.0       0.5      Fig. 1 
PSKD 75E/04    400 125 75         85 1400 1.25      75 60 0.85   0.43 1.0       0.5      Weight = 160 g 
PSKD 75E/06    600 200 75         85 1400 1.25      75 60 0.85   0.43 1.0       0.5   
PSKD 75E/08    800 250 75         85 1000 2.00      75 100 0.85   0.43 1.0       0.5   
PSKD 75E/10    1000 312 75         85 1000 2.00      75 100 0.85   0.43 1.0       0.5   
PSKD 75E/12    1200 400 75         85 1000 2.00      75 100 0.85   0.43 1.0       0.5   
PSKD 100E/02    200 60 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42  2 
PSKD 100E/04    400 125 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42   
PSKD 100E/06    600 200 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42   
PSKD 100E/08    800 250 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
PSKD 100E/10    1000 312 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
PSKD 100E/12    1200 400 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
PSKD 150E/02    200 60 272       70 3000 1.25   150 60 0.42   0.21 0.57   0.28  
PSKD 150E/04    400 125 272       70 3000 1.25   150 60 0.42   0.21 0.57   0.28  
PSKD 150E/06    600 200 272       70 3000 1.25   150 60 0.42   0.21 0.57   0.28  
PSKD 150E/08    800 250 208       70 2500 1.55   150 100 0.42   0.21 0.57   0.28  
PSKD 150E/10    1000 312 208       70 2500 1.55   150 100 0.42   0.21 0.57   0.28  
PSKD 150E/12    1200 400 208       70 2500 1.55   150 100 0.42   0.21 0.57   0.28  
PSKD 200E/02    200 60 408       70  4000 1.25   200 60 0.28   0.14 0.38   0.19  
PSKD 200E/04    400 125 408       70  4000 1.25   200 60 0.28   0.14 0.38   0.19  
PSKD 200E/06    600 200 408       70  4000 1.25   200 60 0.28   0.14 0.38   0.19  
PSKD 200E/08    800 250 312       70 3200 1.55   200 100 0.28   0.14 0.38   0.19  
PSKD 200E/10    1000 312 312       70 3200 1.55   200 100 0.28   0.14 0.38   0.19  
PSKD 200E/12    1200 400 312       70 3200 1.55   200 100 0.28   0.14 0.38   0.19   
PSMD 30E/02    200 60 25         85 400 1.25     30 60 1.0       0.5 1.2       0.6  1  
PSMD 30E/04    400 125 25         85 400 1.25     30 60 1.0       0.5 1.2       0.6   
PSMD 30E/06    600 200 25         85 400 1.25     30 60 1.0       0.5 1.2       0.6  
PSMD 30E/08    800 250 25         85 300 2.00     30 100 1.0       0.5 1.2       0.6  
PSMD 30E/10    1000 312 25         85 300 2.00     30 100 1.0       0.5 1.2       0.6     Fig. 2 
PSMD 30E/12    1200 400 25         85 300 2.00     30 100 1.0       0.5 1.2       0.6     Weight = 270 g 
PSMD 50E/02    200 60 50         85 800 1.25     50 60 0.9     0.45 1.1     0.55  
PSMD 50E/04    400 125 50         85 800 1.25     50 60 0.9     0.45 1.1     0.55  
PSMD 50E/06    600 200 50         85 800 1.25     50 60 0.9     0.45 1.1     0.55  
PSMD 50E/08    800 250 50         85 600 2.00     50 100 0.9     0.45 1.1     0.55  
PSMD 50E/10    1000 312 50         85 600 2.00     50 100 0.9     0.45 1.1     0.55  
PSMD 50E/12    1200 400 50         85 600 2.00     50 100 0.9     0.45 1.1     0.55  
PSMD 75E/02    200 60 75         85 1400 1.25     75 60 0.85   0.43 1.0       0.5   
PSMD 75E/04    400 125 75         85 1400 1.25     75 60 0.85   0.43 1.0       0.5   
PSMD 75E/06    600 200 75         85 1400 1.25     75 60 0.85   0.43 1.0       0.5   
PSMD 75E/08    800 250 75         85 1000 2.00     75 100 0.85   0.43 1.0       0.5   
PSMD 75E/10    1000 312 75         85 1000 2.00     75 100 0.85   0.43 1.0       0.5   
PSMD 75E/12    1200 400 75         85 1000 2.00     75 100 0.85   0.43 1.0       0.5   
PSMD 100E/02    200 60 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42  2 
PSMD 100E/04    400 125 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42    
PSMD 100E/06    600 200 136       70 2000 1.25   100 60 0.65   0.33 0.84   0.42   
PSMD 100E/08    800 250 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
PSMD 100E/10    1000 312 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
PSMD 100E/12    1200 400 104       70 1500 1.55   100 100 0.65   0.33 0.84   0.42   
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PSMD 150E/02    200 60 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28  2  
PSMD 150E/04    400 125 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28    
PSMD 150E/06    600 200 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28    
PSMD 150E/08    800 250 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28    
PSMD 150E/10    1000 312 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28    
PSMD 150E/12    1200 400 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28    
PSMD 200E/02    200 60 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19      Fig. 2 
PSMD 200E/04    400 125 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19      Weight = 270 g 
PSMD 200E/06    600 200 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19   
PSMD 200E/08    800 250 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19   
PSMD 200E/10    1000 312 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19   
PSMD 200E/12    1200 400 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19   
PSND 30E/02    200 60 25         85 400 1.25      30 60 1.0       0.5  1.2       0.6  1 
PSND 30E/04    400 125 25         85 400 1.25      30 60 1.0       0.5  1.2       0.6   
PSND 30E/06    600 200 25         85 400 1.25      30 60 1.0       0.5  1.2       0.6   
PSND 30E/08    800 250 25         85 300 2.00      30 100 1.0       0.5  1.2       0.6   
PSND 30E/10    1000 312 25         85 300 2.00      30 100 1.0       0.5  1.2       0.6   
PSND 30E/12    1200 400 25         85 300 2.00      30 100 1.0       0.5  1.2       0.6   
PSND 50E/02    200 60 50         85 800 1.25      50 60 0.9     0.45  1.1     0.55   
PSND 50E/04    400 125 50         85 800 1.25      50 60 0.9     0.45  1.1     0.55   
PSND 50E/06    600 200 50         85 800 1.25      50 60 0.9     0.45  1.1     0.55   
PSND 50E/08    800 250 50         85 600 2.00      50 100 0.9    0.45  1.1     0.55   
PSND 50E/10    1000 312 50         85 600 2.00      50 100 0.9     0.45  1.1     0.55   
PSND 50E/12    1200 400 50         85 600 2.00      50 100 0.9     0.45  1.1     0.55   
PSND 75E/02    200 60 75         85 1400 1.25      75 60 0.85   0.43  1.0       0.5   
PSND 75E/04    400 125 75         85 1400 1.25      75 60 0.85   0.43  1.0       0.5    
PSND 75E/06    600 200 75         85 1400 1.25      75 60 0.85   0.43  1.0       0.5      Fig. 1 
PSND 75E/08    800 250 75         85 1000 2.00      75 100 0.85   0.43  1.0       0.5      Weight = 160 g 
PSND 75E/10    1000 312 75         85 1000 2.00      75 100 0.85   0.43  1.0       0.5   
PSND 75E/12    1200 400 75         85 1000 2.00      75 100 0.85   0.43  1.0       0.5   
PSND 100E/02    200 60 136       70 2000 1.25    100 60 0.65   0.33  0.84   0.42  2 
PSND 100E/04    400 125 136       70 2000 1.25    100 60 0.65   0.33  0.84   0.42   
PSND 100E/06    600 200 136       70 2000 1.25    100 60 0.65   0.33  0.84   0.42   
PSND 100E/08    800 250 104       70 1500 1.55    100 100 0.65   0.33  0.84   0.42   
PSND 100E/10    1000 312 104       70 1500 1.55    100 100 0.65   0.33  0.84   0.42   
PSND 100E/12    1200 400 104       70 1500 1.55    100 100 0.65   0.33  0.84   0.42   
PSND 150E/02    200 60 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28   
PSND 150E/04    400 125 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28   
PSND 150E/06    600 200 272       70 3000 1.25    150 60 0.42   0.21  0.57   0.28   
PSND 150E/08    800 250 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28   
PSND 150E/10    1000 312 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28   
PSND 150E/12    1200 400 208       70 2500 1.55    150 100 0.42   0.21  0.57   0.28   
PSND 200E/02    200 60 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19   
PSND 200E/04    400 125 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19   
PSND 200E/06    600 200 408       70  4000 1.25    200 60 0.28   0.14  0.38   0.19   
PSND 200E/08    800 250 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19   
PSND 200E/10    1000 312 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19   
PSND 200E/12    1200 400 312       70 3200 1.55    200 100 0.28   0.14  0.38   0.19    
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